


METHODS OF PAINT REMOVAL

Dry abrasive blast cleaning with expendable abrasives In this method,
particles of abrasive (similar to sand) are propelled against the surface using a
concentrated stream of compressed air. The abrasives dislodge all paint and rust,
providing the necessary level of cleaning for the long-term performance of the
replacement coating system. This method also has the benefit of thoroughly
cleaning out crevices and other hard-to-reach areas. Mgmenthis method, a
complete containment/ventilation system is constructed around the work area to
control emissions of dust and debris.

Dry abrasive blast cleaning with reusable abrasives. This method is
similar to the method above, except that the abrasive particles are manufactured
from steel or iron. This allows the abrasive material to be collected and reused
over and over again, significantly reducing the volume of waste that is created
during the project. Equipment is used to clean the abrasive and return it to the
pots after each use.

On very rare occasions, a vacuum shrouded power tool may be used.

In this method, a power tool is surrounded with its own shroud that is equipped
with a vacuum. This creates a miniature containment around the tool that collects
the waste as it is generated, and automatically transports it away from the work
area through hoses.

Dust and paint chips that are created during
the removal of the paint are first control[€0=
through the use of a containment system.—
The containment system either surrounds__
the entire work area or surrounds the pai
removal tool. :

To build the containment system, a large 7
"box" is built around the work area. W
work is complete on that area t
containment box will be disassembled 3
moved to the next work area.

The containment box is surrounded by impermeable tarpaulin materials that are
designed to prevent dust and debris from seeping through.

The workers conduct the paint removal activities inside of the containment,
completely isolated from the outside environment. The containment box, while
protecting the public and the environment from emissions, also provides the
workers with comfortable, convenient access to the steel. This improves the
quality of both the paint removal and inspection operations.

In the case of vacuum shrouded power tool cleaning, the equipment is fitted witf
its own containment cover. The need for additional containment materials in the
work area is limited, and in some cases may not be necessary at all.

2. NEGATIVE PRESSURE

Rather than rely solely on the quality of the containment box to control the dust anc

debris created by abrasive blast cleaning, the DRPA is requiring that the

containments on the project be equipped with air filtration systems. While blast

cleaning is underway, air and dust will be constantly sucked from the containmen
: through ductwork to a filtration
f_* system, also known as a dust collector.

The amount of air being pulled by the
dust collector is designed to place the
containment under negative pressure.
This means that if the containment
tears or a seam pulls apart, outside air
will be drawn into the containment
through the opening (because of the
strength of the vacuum created by the
dust collector), rather than allowing the
air inside of the containment to escape.





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


